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OUR SYSTEM CLEANING DEVICE

LR-180-GTR SOLA-TECS C

Each system component has a
label L, C, W. This indicates

the cleaning device for which this
component can be used.
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SOLA-TECS C



SPLASH GUARD, TO STAY DRY
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The SOLA-TECS C splash guard, with high-quality professional finish, is an essential piece of equipment.
It can be fitted from either side by simply “clicking” it onto the SOLA-TECS C.

This ensures improved rinsing and prevents dirty water — picked up by the wind, for example — from
contaminating the already cleaned PV modules. The user is also protected from splashing water when

cleaning at short range.

Splash guard C600 C800 C1000
Width 620 mm 820 mm 1,020 mm
Item. no. 0200866 0200868 0200870
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PRE-SPRAYING FOR HEAVY SOILING
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For our SOLA-TECS C splash guard, we offer an extension for pre-spraying the modules to be cleaned. This
extension allows you to pre-treat the surfaces with water in case of heavy soiling. In doing so, you remove dirt
quicker, thereby speeding up the cleaning process. This is also a clear advantage when cleaning vertically, as

the water is distributed more evenly from top to bottom.

“It can be attached to all SOLA-TECS C splash guards of different sizes.”

Pre-spray nozzle with High-quality flat spray nozzle

Connection pin with splitter freely adjustable angle for even water application

Adjustable
spraying angle

Pre-spraying 1.2

Working pressure  100-120 bar
Temperature max. 40 °C
Water consumption 9 I/min

Item no. 0201364
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BRUSH EXTENSION SET FOR ADJUSTING THE WORKING WIDTH

RECAIN FLEXIBLE

Wear-resistant brush material

The brush roller consists of individual units that are 10 cm wide. These allow the SOLA-TECS C
to be made bigger or smaller as required. The user can adjust the brush roller to widths of
620-1,020 mm, based on local conditions.

Working width 1,020 mm

Working width 820 mm

Extension 2 x 100 mm
Length 100 mm
Max. temperature 40 °C
Diameter 160 mm
Item no. 0201354

www.cleantecs.com 9



CONNECTION PIN FOR WATER REDUCTION

Larger filter area

Ceramic nozzle
7 %

Stainless steel high-pressure filter

In all SOLA-TECS C we use a 9 I/min nozzle as standard. This means a water flow of 9 litres per minute

at a water pressure of 100 bar.

Water consumption can be cut from approx. 9 I/min to 5 I/min by adjusting the nozzle (connection PIN).
This not only ensures the device is environmentally friendly, but also opens up new possibilities when it

comes to the use of water filters such as osmosis or DI resin filters.

However, it should be noted that lower flushing power can extend the working time accordingly, because
the higher the water output, the better the flushing effect. For cleaning with a reduced water flow, we
offer a 5 I/min nozzle for the SOLA-TECS C600 and C800 and a 7 I/min nozzle for the SOLA-TECS C1000.

Connection PIN 0.9 1.1

Working pressure 100-120 bar 100-120 bar
Temperature max. 40 °C 40 °C

Water consumption 5 I/min 7 1/min

Item no. 0201552 0201550
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SWIVEL JOINT FOR HORIZONTAL CONTROL

The SOLA-TECS C is easy to control using a swivel joint. This is a flexible connection between the brush
and the lance bow. When you turn the pole, the brush angle changes.
The advantage is that the final module row is not cleaned laterally but at an angle of up to 12°.

When cleaning the edge of the roof, there is always a risk of the brush going over the edge. Given the
length of the pole and the leverage forces which occur, it is then difficult to retrieve the brush again. This
problem is prevented by the swivel joint. Use it to slant the brush slightly for cleaning the last module row.

In addition, the swivel movements allow sideways movement from module to module
without any great physical exertion. This allows maintenance walkways to be bridged seamlessly.

The swivel joint can be set to three swivel ranges of 0°, 30° and 60°. This corresponds to an
angle of 0°, 7° and 12° on the brush.

rional g;,
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Swivel joint

Max. operating pressure 140 bar

Max. temperature 40 °C

Connection M 22 x 1.5 outer thread
Outlet M 22 x 1.5 inner thread
Item no. 0200815
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PENDULUM TUBE - EXPANDING THE WORK RADIUS

LWORKING FROM THE RIDGE OF THE ROCF

Rubber buffer to protect the module

Additional weight for good controllability
and cleaning performance

A limited working area is an issue which comes up time and again. The SOLA-TECS C can be lowered from
the ridge by adding a pendulum tube to the high-pressure hose.

This extends the operating range far beyond the reach of a lance and allows much more flexibility when
using the SOLA-TECS C. This makes cleaning possible without changing location.

An additional weight ensures sufficient pressure on the rotary brush and prevents streaking.

Pendulum tube for SOLA-TECS C

Weight 4,300 g
Length 1.1m
Item no. 0200285
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TRANSPORT BOX FOR SAFE TRANSPORT

A transport box for all SOLA-TECS C models! This practical transport box has been equipped with
stable aluminium fittings on the interior to hold your SOLA-TECS C safely in place during transportation.

The generous interior space combined with high stability are sure to meet even the toughest requirements.
For maximum safety of the contents.

Grip holes

Fittings for a secure hold Lockable

Transport box

Material
Length
Width
Height
Weight

Item no.

www.cleantecs.com

Wood
1,150 mm
270 mm
310 mm
15,000 g
0201052
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POLE SYSTEMS



SOLA-LITE POLE SYSTEMS FOR YOUR PV AND
SOLAR CLEANING

Our huge range of SOLA-LITE pole systems up to 15 metres ensures that you can safely reach every part
of your PV system. We use only carbon fibre poles, as they are significantly lighter than other materials and
reduce bending. Maximum stability for your safety.

www.cleantecs.com 15



TELESCOPIC LANCE SOLA-LITE VCTE

Telescopic tube made of CARBON

Flexy high-pressure hose included

Pin for correct

locking SOLA-LITE VCTE 12 VCTE 15

Length 21m 2.3m

Isolator between Range 12.0m 15.0m

the SOLA-TECS C and .

the lance Weight 2,800 g 3,500 g
Material Full carbon  Full carbon
HP hose incl. incl.
Connection M22x15 M22x1.5
Sliding brush incl. incl.
Item no. 0200799 0200802
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Sliding brush to protect the module Adjustable quick lock

With the SOLA-LITE VCTE telescopic lance you get a high-quality professional system made from 100 %
carbon. We offer the system in two different lengths (12 m/15 m).

The advantage of these telescopic lances is that you can work at different heights with a single pole.
Extend the pole by releasing the quick-release clip and pulling the internal pole out to its maximum length.
The device ensures optimum working comfort thanks to an internal water supply.

You will receive an out-of-the-box rotating brush system with a matching lance bow and SOLA-TECS C.
Our SOLA-LITE VCTE lances are equipped with a 25 m long internal high-pressure hose with a M 22 x 1.5
internal thread connection and a stand that prevents the high-pressure hose from kinking.

Protected side feed for the high-
pressure hose

Rubber foot to protect the
lance

«9 //)h 2 7
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MODULAR POLE SOLA-LITE VCMO 1.8

Fans of plug-in systems appreciate their advantages: great stability and low weight. The modular pole fully
meets both these conditions.

The SOLA-TECS VCMO 1.8 is a single-module full carbon pole, 1.80 m in length. It is extremely light, stable
and modular, weighing 520 grams. The poles can be easily combined to achieve the desired length.

The advantage of these modular poles is that they are very light and strong (rigid). The only weight to be
carried is that of the required pole length. If you want to carry out all work to a professional standard using
a pole system and prefer plug-in systems, this is the best choice.

To use the SOLA-TECS C with the modular pole, you will need a lance bow with an external water supply
and an NW 6 high-pressure hose.

Sliding brush to protect the module

Flexy high-pressure hose included
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Modular CARBON pole

Hose bracket

Set, lance bow

=y
- SOLA-LITE VCMO 1.8

ﬂ Quantity 1
ﬂ Length 1.8m

Range from 1.8 m
Weight 520 ¢
Material Full carbon
HP hose no

Pole bag no

Sliding brush no

Item no. 0200805

www.cleantecs.com

Set with pole bag
Item no. 0500836

T L

VCMO 1.8 SET
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1.8m
13.0m
520-4,500 g
Full carbon
incl.

incl.

incl.

0200829
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LANCE BOW FOR OUR LANCES

SRR S

Our lance bows are made of robust yet lightweight aluminium. They are available in two versions: one with

an internal water supply for our telescopic lances and one with an external water supply for our modular
poles.

The lance bow enables the SOLA-TECS C to be mounted quickly and easily directly onto the lance bow.

With a 180° turn of the brush, you can change the direction of rotation of the SOLA-TECS C in seconds
without the need for tools.

The lance bow is ideal for cleaning PV systems. It ensures the optimum distance between the lance and

the panels and thus prevents damage to the lance and the PV system. The resulting direct pressure on the
brush also has a positive effect on the result.

Lance bow VCTE VCMO cranked
Weight 400 g 500 g
Angle 30 ° 30 °
Material Aluminium Aluminium
Item no. 0200274 0200277
20
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Lance bow for telescopic lance Anti-twist device to pfeve”t
VCTE the cleaner from coming off the

lance.

Lance bow for modular lance
VCMO cranked

www.cleantecs.com 21



SLIDING BRUSHES

Sliding brushes for our pole systems. These sliding brushes are attached to the poles with Velcro straps so
that the pole does not damage the modules if it bends. 3 pieces are included in delivery. Available in two

different versions, for modular poles and telescopic lances.

Sliding brush VCTE
Weight 500 g
Length 150 mm
Width 45 mm
Material Aluminium
Scope of delivery 3 pieces
Item no. 0200828
22

VCMO

500 g

150 mm
45 mm
Aluminium
3 pieces
0200827
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Wear-resistant brush material

Anti-slip coating
for good grip

Velcro for quick attachment

www.cleantecs.com 23



SOLA BRUSH

Infinitely variable angle
adjustment X

&

High-pressure nozzle -

Ay . Wear-resistant brush material
for rinsing N /

SOLA Brush 400 580

Operating pressure 50 bar 50 bar

Max. temperature 60 °C. 60 °C.

Width 400 mm 580 mm

Weight 1,500 g 2,000g

Connection M 22 x 1.5 outer thread M 22 x 1.5 outer thread
Item no. 0200813 0200814
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The manual SOLA Brush has been specially developed for PV
and solar panel cleaning.

The optimum hardness of the bristles and a specially developed
high-pressure nozzle ensure optimum removal of dirt and moss
around the frame area. The nozzles are internal and spray
directly onto the soiled surface.

Thanks to the adjustable angle joint, the ergonomic mode
of operation and the optimal support of the brush can be
individually adjusted. It is the perfect complement to the
SOLA-TEGCS C rotary brush and can be replaced in just a
few seconds.

The SOLA BRUSH is available in 40 cm and 58 cm widths.




ADAPTER FOR ACCESS TO OUR SOLA-TECS C SYSTEM
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Do you already have a pole system from another supplier and would like to continue using it
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Unger CarbonTec adapter

]

with our SOLA-TECS C system and its associated components? No problem! Whether
UNGER or KARCHER - we offer you secure connection with an adapter from Cleantecs.

The adapters are delivered with an 25 m flexy high-pressure NW6 hose. So you can get

started straight away.

Manufacturer

Lances model
Operating pressure
Max. temperature
Weight

HP hose

Item no.

26

Unger

CarbonTec
100-120 bar
60 °C

420 g

incl.
0200848

Karcher

TL
100-120 bar
60 °C
230 g

0200838

Unger

HiFlo Advance

100-120 bar
60 °C

340 g

incl.
0200847

Cleantec

100-120 bar
60 °C

360 g

incl.
0200837

Unger

HiFlo nLite
100-120 bar
60 °C

350 g

incl.
0200846
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Karcher TL adapter

Unger HiFlo Advance adapter

Cleantec adapter

www.cleantecs.com 27


























































































